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THE ALL-NEW V/75100X

Product Highlights

» Jaw mounting screws are now M8x16 SHCS as opposed to
The new V75100X from proprietary mounting bolts on the original

5th Axis is the replacement T /HVV MDZ OLIW DQG GH HFWLRQ ¢ RUOHVV ZLWK
for the current V75100
vise. It has many new
upgrades focused on

decreasing jaw lift, ease of i 1HZ PDFKLQDEOH MDZV 9%- ; DQG 96- ; ZLOO EH XQl

use, and better grip. compatible with the V75100 and the V75100X

PROPRIETARY OLD N EW

MOUNTING BOLTS
HIGHER COST TO REPLACE

™~

S"AXIS.

fifthaxis.com

jaw mounting

» No price increases for the improved model

4 JAW MOUNTING SCREWS
FOR DECREASED JAW LIFT

2 MOUNTING HOLES
PRONE TO JAW LIFT

NO CENTERING

METHOD D SLOT WITH
CAN DECREASE ACCURACY A';h“;’ lJ’/\\lW LOCATION
th
5"AXIS
VSIHOIEE e
More solutions available at fifthaxis.com

TFL-5TH-V75100X



factorylink.com

YOUR COMPANY
LOGO & CONTACT

HERE

SALES SUPPORT & SERVICE

PERSONALIZED QYL EEZ2EE Y

S"AXIS.

SELF CENTERING ) geversible jaws with 45° dovetail, 0.100" step 0.0005"
» Serrated gripper teeth for aluminum or soft steel :
» Made from 4100 series steel

Precision ground & hard milled to guarantee accuracy, ensure repeatability &
longevity, & built to withstand the harsh machining environment

V75100 995

JAW CLAMPING JAW JAW
LENGTH FORCE (LBS) OPENING HEIGHT

3" 5030 [0-3.03"| 0.82"

dx4

INCH

INEH JAW CLAMPING JAW JAW
LENGTH FORCE (LBS) OPENING HEIGHT

5" | 600-4,000 | 0-5.8" | 1.275"

5x5 e ﬂ — V552  $1350
D—

2X COUNTERBORED FOR 1/2" (M12)

V562 41399

JAW CLAMPING JAW JAW
LENGTH FORCE (LBS) OPENING HEIGHT

5" | 600-4,000 | 0-5.8" | 1.275"

5Xx6

INCH

V6105 52199

JAW CLAMPING JAW JAW
LENGTH FORCE (LBS) OPENING HEIGHT

6" | 700-4,200 | 0-10" | 1.450"

6x10

INCH

5.950

More solutions available at fifthaxis.com

DG032519 TFL-5TH-V75100X



